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§80.870 Survival craft radio equip-
ment.

(a) A Class S survival craft emer-
gency position indicating radiobeacon,
(EPIRB) required to be carried to com-
ply with title 46 of the Code of Federal
Regulations must meet the provisions
of §80.833.

(b) A survival craft two-way radio-
telephone apparatus must meet the
provisions of §80.834.

§80.871 VHF radiotelephone station.

(a) All passenger ships irrespective of
size and all cargo ships of 300 gross
tons and upwards subject to part II of
title IIT of the Communications Act or
to the Safety Convention are required
to carry a VHF radiotelephone station
complying with this subpart. Ships
subject only to the Communications
Act may use a VHF radiotelephone in-
stallation meeting the technical stand-
ards of the Bridge-to-Bridge Act to sat-
isfy the watch requirements of
§80.305(a)(3) if the equipment can trans-
mit and receive on 156.800 MHz.

(b) The VHF radiotelephone station
must be installed to insure safe and ef-
fective operation of the equipment and
facilitate repair. It must be protected
against vibration, moisture and tem-
perature.

(c) The principal operating position
of the radiotelephone station must be
in the room from which the ship is nor-
mally steered while at sea.

(d) The radiotelephone stations on
ships subject to Part II of Title III of
the Communications Act must be capa-
ble of operating on the frequency
156.800 MHz and in other respects meet
the requirements of §80.143. The radio-
telephone stations on ships subject to
the Safety Convention must be capable
of operating in the simplex mode on
the ship station transmitting fre-
quencies specified in the frequency
band 156.025 MHz to 157.425 MHz and in
the semiduplex mode on the two fre-
quency channels specified in the fol-
lowing table:

Transmitting frequencies
(MHz)
Channel designators
. : Coast sta-
Ship station tion
B0 i 156.025 160.625
[ SRR 156.050 160.650

§80.872
Transmitting frequencies
MHz)
Channel designators
Ship station Co?isotnsta-
156.075 160.675
156.100 160.700
156.125 160.725
156.150 160.750
156.175 160.775
156.200 160.800
156.225 160.825
156.250 160.850
156.275 160.875
156.300 | ..ooooveiiiiiinne
156.325 160.925
156.350 160.950
156.375 156.375
156.400 | ..coooveviiiiine
156.425 156.425
156.450 156.450
156.475 156.475
156.500 156.500
156.550 156.550
156.575 156.575
156.600 156.600
156.625 | ..ooeviiiiinene
156.650 156.650
156.675 156.675
156.700 156.700
156.725 156.725
156.750 156.750
1 1
156.800 156.800
*) ®
156.850 156.850
156.875 | .oiciiiiiiiie
156.900 161.500
156.925 161.525
156.950 161.550
156.975 161.575
157.000 161.600
157.025 161.625
157.050 161.650
157.075 161.675
157.100 161.700
157.125 161.725
157.150 161.750
157.175 161.775
157.200 161.800
157.225 161.825
157.250 161.850
157.275 161.875
157.300 161.900
157.325 161.925
157.350 161.950
157.375 161.975
157.400 162.000
157.425 162.025

1Guard band.

[61 FR 31213, Sept. 2, 1986; 52 FR 35246, Sept.
18, 1987, as amended at 54 FR 40059, Sept. 29,
1989]

§80.872 The VHF radiotelephone in-
stallation.
The VHF radiotelephone installation
includes:
(a) A VHF radiotelephone trans-
mitter,
(b) A VHF radiotelephone receiver,
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